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Disclaimer

Å This presentation contains certain forward-looking statements within the meaning of the 

United States Private Securities Litigation Reform Act of 1995. We have tried, whenever 

possible, to identify these forward-looking statements using words such as ñanticipatesò, 

ñbelievesò, ñexpectsò, òplansò, òintends", "potentialò and similar expressions.

Å These statements reflect our current belief and are based on currently available 

information. Accordingly, such forward-looking statements involve known and unknown 

risks, uncertainties and other factors which could cause the Companyôs actual results, 

performance or achievements to differ materially from those expressed or implied by such 

statements. 

Å Investors are cautioned that any such statements are not guarantees of future performance 

and actual results or developments may differ materially from those projected in the 

forward-looking statements. 

Å We undertake no obligation to update or advise in the event of any change, addition, or 

alteration to the information catered in this presentation including such forward-looking 

statements. This presentation does not constitute an offer of the securities described 

herein.



Highlights

ÅIrelandïfive prioritized zinc-lead project-

areas at drill-stage.

ÅPolandïapplications submitted for three 

brownfield zinc-lead project-areas containing 

substantial zinc-lead resources.

ÅPSA signed for preparation of NI43-101 on 

Qualifying Transaction in Poland to support 

planned IPO - end Q2, 2010.



Rathdowney at a Glance

ÅWorld-class MVT lead-zinc 
districts.

ÅPolandïsubstantial 
historical zinc-lead 
resources near mine-
smelter complex.

ÅIrelandïdrill targets 
identified on proven 
mineralized trends.



World Class MVT Districts



Poland ïLicence Applications



Zawiercie resources

ÅZawiercie 1 resources between 17Mt and 34Mt, avg
grade between 8.6% and 5.0% - est. error 30% 
- US$80/t NSR.

ÅZawiercie 2 resources between 3Mt and 43Mt avg grade 
4% and 9.5% (Pb+Zn) ïmax est. error 40%.


